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Admin discovers lookup service 
and downloads lookup service 
proxy object. 
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Admin uses interfaces from lookup 

service proxy object to access 
information on characteristics of each 
different service configuration policy. 
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Admin receives administrator selection of one 
service configuration policy including desired 
storage allocation change, (space to add or remove 
for a specified logical volume and host. 
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Admin uses interfaces from lookup service 
proxy object to access and download selected 
service configuration policy proxy object from 
lookup service. 



Admin uses interfaces from service configuration 
proxy object to communicate with service 
configuration policy to implement requested 

allocation of storage resources with respect to the 
specified logical volume and host. 



( End ) 
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Service configuration policy receives 
request from admin for new allocation 
of storage resources with respect to 
logical volume and host. 



Service configuration policy uses associated 
element configuration proxy objects to call one 

element configuration for each resource to 
reconfigure to carry out the requested allocation 
of storage resources for host and logical volume. 



Called storage device element configuration uses 
interfaces in lookup service proxy object to query 
the service attributes of the storage configuration 

API proxy objects to determine one or more 
storage configuration API proxy objects capable 
of configuring storage device(s) having enough 

available space to fulfill requested storage 
allocation with a storage type level that satisfies 
the element configuration policy parameters. 



Called switch element configuration uses interfaces 
in lookup service proxy object to query the service 
attributes of the switch configuration API proxy 
objects to determine one or more switch configuration 
API proxy objects capable of configuring switch(s) 
including paths between the determined storage 
devices and specified host in a manner that satisfies 
service configuration policy parameters. 
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Called HBA element configuration uses 
interfaces in lookup service proxy object to 
query service attributes for HBA configuration 
API proxy objects to determine one or more 
HBA configuration API proxy objects capable 
of configuring host adaptors that can connect 
to determined switches and paths therein. 



FIG. 5 
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Storage device element configuration 
uses determined storage configuration 
API proxy objects (and APIs therein) to 

configure the associated storage 
device(s) to allocate storage space for 
the requested allocation. 
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Switch element configuration uses 

uses determined switch 
configuration API proxy object (and 
APIs therein) to configure the 
associated switches to allocate 
paths for the requested allocation. 




HBA element configuration uses 
determined HBA configuration API proxy 

objects (and APIs therein) to assign 
associated HBA(s) to the determined path. 



Volume manager element configuration 
uses determined volume manager API 
proxy objects (and APIs thereon) to 
assign the allocated storage space to 
the logical volumes in the host specified 
in the admin request. 
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/Return configuration 
I complete to admin. 
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